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Features and Bene� ts 
•  Structure                  Compact Pro� le and Flexible

•  Bend Angle               180 °
•  Available LED Colors  WLED (White LED), Red, Yellow, Green, Blue
•  LED Type                   SMD
•  Beam Angle               120 ° X / 100 °Y
 
•  Low Power Consumption
•  Available in High and Low Voltage
•  Easy to Cut to Speci� ed Length
•  Easy to Connect
•  Easy to Install with clip system or double sided adhesive tape
•  Transparent Waterproof PVC Jacket
•  Can be applied both indoors and outdoors

Neo-Neon’s � rst version of the LED Dura� ex™ Mini Flat remains a stable and stan-
dard today for linear border lighting and illumination. LED Dura� ex™ Mini Flat Incor-
porates the very latest SMT (Surface Mounting Technology) LED technology. The slim 
� at pro� le of the LED Dura� ex™ Mini Flat product coupled with the bene� ts of being 
light-weighted, � exible, waterproof, and energy saving, enable LED Dura� ex™ Mini 
Flat to be applied to nearly any shape and applicable to any environment.

LED Dura� ex™ Mini Flat provides a perfect solution that is applied across many 
different market segments to include architectural design, DYI, and even retail LED 
Dura� ex™ Mini Flat an ideal lighting solution for building outlines, coves illumination, 
under cabinet illumination, aisle marker illumination, recreational vehicle, boat, air-
craft and auto. The applications for LED Dura� ex™ Mini Flat  are virtually limitless.

LED Durafl ex™ 
Mini Flat

WHITE                       RED                      YELLOW                    BLUE                      GREEN

* Neo-Neon Hotel, Jiangmen, P.R. China * Neo-Neon Hotel, Jiangmen, P.R. China
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99.7m
5 x 8mm
27.7mm
3600
144W
120
3.3m
R, Y, O
1.44W/m
264m

660m

240W
72
2m
G, B, W
2.40W/m
160m

400m

300Ft

1”
3600
144W
60
5Ft
R, Y, O
0.48W/Ft
400Ft

1000Ft

240W
36
3Ft
G, B, W
0.8W/Ft
240Ft

600Ft

99.7m

27.7mm
3600
144W
12
0.33m
R, Y, O
1.44W/m
26.4m

50m

288W
6
0.17m
G, B, W
2.89W/m
13.6m

34m

300Ft

1”
3600
144W
6
5Ft
R, Y, O
0.48W/Ft
40Ft

82Ft

288W
3
0.25Ft
G, B, W
0.96W/Ft
20Ft

50Ft

Speci� cations
Item No.

Length in Roll 
Dimensions 
LED Spacing:
Total LED Qty. (pcs) 
Total Watts (W) 
LED Qty. per unit (pcs) 
Cutting unit 
LED Color 
Watts per Meter 
Max.length with 
1.6A converter 
Max.length with 
4A converter 

MLF(H)-2W-5x8-100-240V MLF(H)-2W-5x8-300-120V MLF(H)-2W-5x8-100-24V MLF(H)-2W-5x8-300-12V

(240V/120V/24V/12V)

5 x 8mm 5 x 8mm 5 x 8mm

Cross Section

LED Durafl ex™ 
Mini Flat

Go to http://www.wiedamark.com/ledaislelighting.aspx for best pricing.
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LED Dura� ex™ Mini Flat-6V is a low voltage linear solution for border lighting and illumi-
nation.  LED Dura� ex™ Mini Flat-6V incorporates the very latest SMD LED technology. 
Neo-Neon has solved the problem other similar products pose such as � ickering and 
linear length limitations with the invention of a patented specialized AC to DC trans-
former. Because Neo-Neon has nearly 30 years of experience in producing linear lighting 
solutions we were able to solve the limitations that still impair others.

LED Dura� ex™ Mini Flat-6V is often applied as Carpet guides, stair edge illumination, 
and many other applications of bordering.  A selection of channels, carpet channels, 
and stair caps are available to apply the LED Dura� ex™ Mini Flat-6V.

Low voltage
Special Patented AC/DC transformer enables cutting at 
any length.
No Flicker

Item No. 

Length in Roll  300 Ft
Dimensions                              5 x 8 mm
LED Spacing  1”            2”             3”                    4”
Total LED Qty. (pcs)  3600      1800             1200   900
Total Watts (W)  432W      216W               144W   108W
LED Qty. per unit (pcs)  1         1             1    1
Cutting unit  1”                       2”             3”                    4”
LED Color  R/G/B/Y/W/O     R/G/B/Y/W/O  R/G/B/Y/W/O  R/G/B/Y/W/O 
Watts per Meter  1.44W/Ft            0.72W/Ft          0.48W/Ft   0.36W/Ft    
Max. LED Qty.  150 Pcs

MLF(H)-2W-5x8-300-6V

(6V Type)Speci� cations 

LED Duraflex™ 
Mini Flat-6V
LED Duraflex™ 
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Channels Sold Separately

Features and Bene� ts 
•  Structure                                        Compact Pro� le and Flexible

•  Bend Angle                                     180 °
•  Available LED Colors                        WLED (White LED), Red, Yellow, Green, Blue
•  LED Type                                        SMD
•  Beam Angle                                    120 ° X / 100 °Y
 
•  Low Voltage (6V DC)
•  Easy to Cut to ANY Length
•  Easy to Connect
•  Easy to Install with clip system or double sided adhesive tape
•  Transparent Waterproof PVC Jacket
•  Can be applied both indoors and outdoors

Cross Section
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LED Durafl ex™ 
SE (Side Emitting Type)

Neo-Neon’s � rst version of the LED Dura� ex™ SE remains a stable and standard 
today for linear border lighting and illumination. LED Dura� ex™ SE Side Emitting Type 
Incorporates the very latest SMD LED technology. LED Dura� ex™ SE is a single color 
product which comes in WLED (White LED), Red, Green, Blue, and Yellow standard.  
The slim � at pro� le of the LED Dura� ex™ SE product coupled with the bene� ts of be-
ing, side emitting, light-weighted, � exible, waterproof, and energy saving, enable LED 
Dura� ex™ SE to be applied to nearly any shape and applicable to any environment 
that requires side emitting linear illumination.

LED Dura� ex™ SE provides a perfect solution that is applied across many different 
market segments to include architectural design, DYI, and even retail LED Dura� ex™ 
SE an ideal lighting solution for building outlines, coves illumination, under cabinet 
illumination, aisle marker illumination, recreational vehicle, boat, aircraft and auto. 
The applications for LED Dura� ex™ SE are virtually limitless.
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Features 
• Flexible
• Low voltage
• No Flicker 
• Bending angle  1800

• Available colors   red, yellow, white, green and blue color for choices
• Available with 150 degree beam angle LEDs
• Side Emitting enables curved applications where side emission is required
• Easy to install clip system
• Variety of accessories to enable a wide selection of applications
• Thin pro� le makes it easy to bend to form
• Easy to cut and connect
• Suitable for indoor and outdoor applications
• Virtually Maintenance Free
• Waterproof

99.7m
5 x 8mm
27.7mm
3600
144W
120
3.3m
R, Y, O
1.44W/m
264m

660m

240W
72
2m
G, B, W
2.40W/m
160m

400m

300Ft

1”
3600
144W
60
5Ft
R, Y, O
0.48W/Ft
400Ft

1000Ft

240W
36
3Ft
G, B, W
0.8W/Ft
240Ft

600Ft

99.7m

27.7mm
3600
144W
12
0.33m
R, Y, O
1.44W/m
26.4m

50m

288W
6
0.17m
G, B, W
2.89W/m
13.6m

34m

300Ft

1”
3600
144W
6
5Ft
R, Y, O
0.48W/Ft
40Ft

82Ft

288W
3
0.25Ft
G, B, W
0.96W/Ft
20Ft

50Ft

Speci� cations 
Item No. 

Length in Roll 
Dimension  
LED Spacing 
Total LED Qty. (pcs) 
Total Watts (W) 
LED Qty. per unit (pcs) 
Cutting unit 
LED Color 
Watts per Meter 
Max.length with 
1.6A converter 
Max.length with 
4A converter 

MLF(V)-2W-5x8-100-240V MLF(V)-2W-5x8-300-120V MLF(V)-2W-5x8-100-24V MLF(V)-2W-5x8-300-12V

(240V/120V/24V/12V)

5 x 8mm 5 x 8mm 5 x 8mm

Cross Section
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To determine the appropriate power supply for your application measure 
the power consumption of the total length applied and use the appropri-
ate power supply listed above. For optimal performance connect with our 
patented, specially designed AC /DC Converter Power Cable.

Proprietary AC/DC Power Convertor Cable  
Neo-Neon has solved the problem other similar products pose such as � ickering 

and linear length limitations with the invention of a patented specialized AC to DC 

transformer. Because Neo-Neon has nearly 30 years of experience in producing 

linear lighting solutions we were able to solve the limitations that still impair oth-

ers. This special AC to DC converter power cable is already patented by Neo-Neon 

in China and patents are pending for the American and European markets.

4A Convertor

1.6A Convertor

LE
D

 D
ur

a� 
ex

™
 S

E
-6

V
 S

er
ie

s

Important Installation Tips 
For small scale projects, like under cabinet & stairway we recommend the use of our 6V versions that can be cut to any length. 

For large scale projects, like building outlines & outdoor decoration it is possible to apply a combination of AC line voltage versions for 
long runs and apply the 6V DC version for short applications or in areas that require low voltage based on local electrical regulations. 

Note 
Use only quality double-sided adhesive tape such as e.g. 3M.
When using double sided adhesive tape apply only in dry locations.

Quick and Easy Installation Using Double Sided Adhesive Tape 
1. Choose a Double Sided Adhesive Tape
a. Follow the instruction on the Double Sided Adhesive Tape packaging for surface preparation.
2. Apply Double Sided Adhesive Tape to the Product and expose the adhesive side that will af� x to the desired mounting surface.
3. Apply the product with the Double Sided Adhesive Tape “sticky side” onto the intended surface moving from one end to the other 
    and apply pressure to fasten securely.

Note:   Use only quality Double Sided Adhesive Tape such as e.g. 3M.
            When using Double Sided Adhesive Tape apply only in dry locations or as recommended on the Double Sided Adhesive Tapes 
            packaging.

1 2 3

Features and Bene� ts 
Structure    Compact Pro� le and Flexible
Bend Angle     1800

Available LED Colors   WLED (White LED), Red, Yellow, Green, Blue
LED Type    SMD
Beam Angle    1200 X / 100 0 Y 
Low Power Consumption
Available in both High and Low Voltage
Easy to Cut to ANY lengthEasy to Connect
Easy to Install with clip system or double sided adhesive tape
Transparent Waterproof PVC Jacket
Can be applied both indoors and outdoors

�/�(�'���'�X�U�D�Á���H�[�Œ���6�(-6V  (Side Emitting Type)
Free-Cutting at any length!

Item No.

Length in Roll           300Ft
Dimension                                         5 x 8 mm
LED Spacing           1”                                       2”                                 3”                              4”
Total LED Qty.(pcs)            3600                                       1800                                 1200                             900
Total Watts (W)           432W                                       216W                                     144W                             108W
LED Qty. per unit (pcs)           1                         1                                  1             1
Cutting unit           1”                                       2”                                  3”                             4”
LED Color           R/G/B/Y/W/O                            R/G/B/Y/W/O                         R/G/B/Y/W/O            R/G/B/Y/W/O
Watts per Meter           1.44W/Ft                                    0.72W/Ft                                 0.48W/Ft                             0.36W/Ft    
Max.No.of LED           150

MLF(V)-2W-5x8-300-6V

(6V)Speci� cations 
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Front Connector 
1. 2-Way Double Pin Coupler
2. Heat Shrink Tube

Splicing Connector Includes
1. 2-Way Double Pin Splicing Connector 
2. Heat Shrink Tube
3. Silicone Adhesive

Splicing Connector 
Includes: 
1. Plastic End-Cap
2. Silicone Adhesive

 Connection System (for all LED Durafl ex™ Mini Flat products) How to Apply Package 

Connection Installation

1. Easy Connector (Non-Waterproof) 

2. Molded Connector  (IP44) 

Front Connector Includes  
1. Shell electrical plug end
2. Simple front connector
3. Plastic Shell (2 Piece)
4. Self-tapping Screws
5. Silicone Adhesive

Splicing Connector Includes  
1. 2-Way Double Pin Splicing Connector
2. Plastic Shell (2 Piece)
3. Self-tapping Screws
4. Silicone Adhesive

Attachable End Cap  
1. End Cap
2. PVC Adhesive

Front connector 
Molded power connector

Molded end cap

3. Conch Connector  (IP44)

2. Bend the product a few times to 
make certain any additional wire 
retracts into the housing. Use wire 
cutters to cut away any remaining ex-
posed wires.

1. Cut only on the Cut Marks 
printed on the product.
6V Versions can be cut to any 
length
NOTE: Use Appropriate Sharpened 
tools as not to cause damage to 
the product.

3. To install the product onto hard 
surfaces use the included mounting 
clips.

4. For Free Form Applications af� x 
the product to wire frames using 
plastic tie straps. (Applicable to 
both Flat and Side Emitting Types)

Carpet Border ApplicationChannel Application
(Channel Sold Separately)
*If applying vertically apply a thin 
bead of clear silicone adhesive 
inside the bottom of the channel 
to prevent slipping or stretching of 
the product.  

Recessed Molded Channel
(Sold Separately)

Only for Dura� ex  Mini Flat

Only for Dura� ex  Mini FlatOnly for Dura� ex Mini FlatOnly for Dura� ex  Mini Flat

Accessories 

Plastic Shell (2 Piece)
Waterproof

L-Transparent Connector
(Non-Waterproof)

(Only for LED Dura� ex™ Mini Flat)

X-Transparent Connector
(Non-Waterproof)

T-Transparent Connector 
(Non-Waterproof)1

2

4

3
5

1

2
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4

1
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