@ Professional

Flat Light Surface
High Uniformity.

High Brightness
Connection: Max. 20m

Solvems Saltwater 1P68
resi: protection

Voltage : DC24V
Power : 12W/m
Color : RGB 1 4/

IP Rate : IP68/IP65

Ambient temperature: -10°C~45°C
Operate temperature: -5°C~45°C
Lifetime: > 5 years

C-FR-F15A

16 Million colors touch ring Skipping Front Connector F15A-FC
32 various changing programmes Strobing Middle Connector F15A-MC
Speeding up and down Gradual changing End Cap F15A-EC
Dimming up and down Fade-out and fade-in Aluminum U Channel F15A-ACH
Controller T3/T3M

Especially suitable for commercial and architectural lighting and illumination, landscaping and etc.
Ideal for bridge, sculpture outline, building contour, and advertising board illuminating decoration

C-FR-F15B

Voltage : DC24V

Power : 12W/m

Lumen : Max.370lm/m

IP Rate : IP68/IP65 Front Connector F15B-FC
Ambient temperature: -10°C~45°C Middle Connector F15B-MC
Operate temperature: -5°C~45°C End Cap F15B-EC
Lifetime: > 5 years Aluminum U Channel F15B-ACH

Length(m) C-FR-F15B(60LEDs ) Nominal CCT Target CCT and tolerance(K) Target Duv and tolerance Lumen/meter
Voltage(V)

393 2700K 2725+145 0.000£0.006 350£20
217 3000K 3045+175 0.000+0.006 35020
08 3500K 3465+245 0.000£0.006 340+20
& 4000K 39854275 0.001+0.006 34020
4500K 4503+243 0.001+0.006 330£20
5000K 5028+283 0.002+0.006 320£20
5700K 5665£355 0.002+0.006 300£20
6500K 6530+510 0.003£0.006
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Notes;
Six of the nominal CCTs correspond to those in the fluorescent lamp specification:2700K, 3000K(Warm White), 3500K(White),
4100K(Cool White), 5000K, and 6500K (Daylight), respectively.

V: Voltage (V)

Especially suitable for indoor and outdoor architectural outline
decorations

walkway and park guiding-line lighting system, and landscaping
Ideal for bridge, sculpture, building contour, and billboard fringe
illuminating decoration




C- FR-F1 SS LED Neon Chasing Light

Voltage : DC24V

Power : 12W/m

Color: Full color Front Connector F15S-FC
IP Rate : IP68/IP65 Middle Connector F15S-MC
Ambient temperature: -10°C~45°C End Cap F15S-EC
Operate temperature: -5°C~45°C Aluminum U Channel F15S-ACH
Lifetime: > 5 years Controller YK-4

Chasing

Flowing

Meteor shower
Skipping

Flashing

Gradual changing
Fade-out and fade-in

Amusement park, theater and aircraft cabin mood lighting, routing, marking, concealed lighting, back lighting for signage
letters, channel'le ighting, advertising signs backlighting, pool and spa environment

TEST (Exclusive test project for LED Flex Ribbon Light) O M PANY PRO FI LE

Performance Standard/Reference value/Description

Optical test table

Electrical test table

Reliability test table

GUARANTEE

Mechanics test

ACCESSORY
-_) IK08 Certification No.681401217

@ IP68 Certification N0.681401213602

F15 Front Connector F15 End Cap




