
RF & Wifi to DMX512 RF & Wifi to DMX512

5655

IP

20Rohs

Features

Part No.
Operation 

Voltage
DIMENSIONS 

ø/h (mm)

SR-2817DMX 100-220VAC 57x178x21DMX512 Signal

Output REMARKS

Match SR-2818

SR-2817Wi 100-220VAC 57x178x21DMX512 Signal Match SR-2818/
IOS/Android

User-friendly interface, easy and simple operation.

Operation return function.

Control up to 8 zones.

Set 8 scenes at each zone.

Preset 10 changing modes, with pause function.

Synchronization function of pattern changes ensure consistent change forever.

Control synchronously after installing software on iphone, ipad, android.

Enable to dim brightness of each R, G, B, W channel, in order to mix millions of colors.

Use with SR-2818 or IOS or android mobile.

SR-2817

SR-2818

Features
User-friendly interface, easy and simple operation.

Operation return function.

Control up to 8 zones.

Set 8 scenes at each zone.

Preset 10 changing modes, with pause function.

Synchronization function of pattern changes ensure consistent change forever.

Control synchronously after installing software on iphone, ipad, android.

Enable to dim brightness of each R, G, B, W channel, in order to mix millions of colors.

IP

20Rohs

Part No.
Operation 

Voltage
DIMENSIONS 

ø/h (mm)

SR-2816 12-24VDC 75x165x38DMX512 Signal

Output REMARKS

Match SR-2818/
SR-2819

SR-2816B 12-24VDC 75x165x38DMX512 Signal Match SR-2818/
SR-2819

SR-2816

SR-2816B

SR-2816Wi 12-24VDC 75x165x38DMX512 Signal Match SR-2818/
IOS/Android

SR-2819

SR-2816BWi 12-24VDC 75x165x38DMX512 Signal Match SR-2818/
IOS/Android

Memory function, remember the last color/scene

Can be controlled by remote controller SR-2819 & SR-2818

SR-2816Wi (DMX&WI)has wifi funtion, can be controlled by ipad iphone android phones

Memory function, remember the last last color/scene


